
FEATURES
• heavy duty welded frame construction
• motorised bottom drive rollers
• power up and down on top roll
• tilt and support bearings for top roller
• precision ground rolls
• pendent control operation with forward and reverse on the foot pedal
• stub extensions standard, offering basic section rolling operation
• safety interlocks and emergency shut-off device surrounding roll operation area
• swing out end enables complete cylinders to be removed

EQUIPMENT & ACCESSORIES SUPPLIED
Heavy duty foot switch and control buttons, 
standard section roll tooling to suit flat and 
angle & operation manual.

TECHNICAL DATA SM-MCR2003 SM-MCR1304 SM-MCR1604 SM-MCR2504 SM-MCR2508 SM-MCR3108 SM-MCR2512

sku (#) 23-0202 23-0204 23-0208 23-0203 23-0207 23-0215 23-0212

mild steel capacity (mm) 3 4 4 4 8 8 12

rolling length (mm) 2000 1300 1600 2550 2550 3100 2550

top roll diameter Ø (mm) 135 110 135 200 220 230 240

bottom roll dia. Ø (mm) 135 110 110 165 200 210 220

motor power (kw/V) 3 / 415 3 / 415 3 / 415 5.5 / 415 5.5 / 415 5.5 / 415 7.5 / 415

dimensions (l x w x h) (mm) 2800 x 850 x 
1300

1800 x 750 x 
1170

2600 x 720 x 
1300

4000 x 950 x 
1450

4100 x 1100 x 
1450

4600 x 1100 x 
1450

4300 x 1300 x 
1600

weight (nt) (kg) 1650 1060 1450 2800 3600 4300 5300

PRICE (AUD) $ $ $ $ $ $ $

ASSET PLANT & MACHINERY PTY LTD
8 Capital Drive, Dandenong VIC 3175

Web : www.assetplant.com.au
Email : sales@assetplant.com.au

Tel : (03) 8710-8088 
Fax : (03) 8710-8044 

3 ph /415 volt machinery do not come fitted with plugs as standard. GST is NOT included in the listed prices

Modern Design, User Friendly Machine For Your Rolling Applications

STEELMASTER MOTORISED CURVING ROLLS
ROLLS - CURVING MOTORISED
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